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UPOZORNENI: WARNING:

Tento bulletin je ze strany Avia Propeller povazovan
za zavazny

PREDMET:

Vrtule typovych rad V410, V500, V503, V506, V520
Stanoveni kalendaini doby do GO, Periodicka vizualni
kontrola vrtulovych listll a ZruSeni prodluZzovani
kalendaini doby do GO v provozu
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2. Postup vizualni kontroly

3. GO nebo Dobova prohlidka a kalendaini TBO
4. ZruSené dokumenty

Souvisejici vrtule:

VSechny vrtule typovych fad V410, V500, V503, V506, V520.
Provedeni praci dle oddilu 2 a 3 se nevztahuje na nové
vyrobené vrtule a vrtule opravené v Avia Propeller nebo
servisnim stfedisku s kalendaini dobou od vyrobeni nebo
posledni GO nizSi nez je uvedeno v Servisnim bulletinu
¢.1 (posledni revize) vyrobce Avia Propeller.

Souvisejici letouny: VSechny letouny s témito vrtulemi.

Uginnost:
A. Vizualni kontrola: Ihned po 1.vydani tohoto bulletinu
(6.listopad 2008).

Vizualni kontrolu muaze provadét letecky personal
s prukazem zpUsobilosti k udrzbé letadel.

B. GO u vyrobce nebo v servisnim stfedisku, Dobova
prohlidka u vyrobce dle Servisniho bulletinu .1 (posledni
revize, odst.3): do 100 letovych hodin nebo 12 mésicd
(co nastane dfive) od data 6.listopadu 2008.

Servisni stfedisko musi byt schvaleno vyrobcem Avia
Propeller.

Prohlidky prodluzujici kalendaifni TBO provedené na
vrtulich  V500A pfed datem 6.11.2008 zlstavaji
v platnosti.

1. Uvod

A. Na zakladé zavéra Setfeni pozemniho incidentu vrtule
V500A (odlomeni C&asti listu pfi pozemni zkouSce) a
poznatkl z provozu se zavadi vizudlni kontrola vrtulovych
listll a upravuji se zasady pro provadéni GO u vyrobce nebo
v servisnim stfedisku a Dobovych prohlidek u vyrobce.

B. Dlouhodobé zkuSenosti ukazuji, ze od vzniku
trhliny na povrchu listu, do jejiho nasledného rozSifeni
vedouci k lomu listu uplyne pouze kratka provozni doba
(letové hodiny).

This bulletin is mandatory from Avia Propeller point
of view

SUBJECT:

Propeller V410, V500, V503, V506, V520 Type Series
Calendar TBO Specification, Periodic Visual Inspection
of the Propeller Blades and Calendar TBO in Field
Extension Canceling

Content:

1. Introduction

2. Visual Inspection Procedure

3. Overhaul or Time Inspection and Calendar TBO
4. Canceled documents

Propeller affected:

All propellers V410, V500, V503, V506, V520 Series.
The works according to the chapter 2 and 3 are not
required for propellers in service with calendar
time from last overhaul or since new less than limits
stated in Avia Propeller Service Bulletin No.1 (latest
revision).

Aircraft affected: All aircrafts with these propellers.

Effectivity :
A. Visual inspection: Immediately after first issue of this
bulletin (November 6, 2008).

Visual inspection can be performed by qualified aircraft or
propeller personnel.

B. Overhaul at Manufacturer or at Service Center, Time
Inspection at Manufacturer according to the SB-1 (latest
issue, chapter 3): 100 flight hours or 12 months,
whichever occurs first, from November 6, 2008.

Service Center must be approved by manufacturer Avia
Propeller.

Inspections for calendar TBO extension performed on
propellers V500A before November 6, 2008 remain in
force.

1. Introduction

A. Based on a ground incident of a V500A propeller,
visual inspection of the blades and Overhaul at
manufacturer or at Service Center or Time Inspection at
Manufacturer is required.

B. Long-term experience suggests that little operation
time (flight hours) of a propeller is needed from the time
that a crack on the blade surface is detected until
subsequent crack growth results in blade separation.
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2. Postup vizualni kontroly

A. Cistou utérkou nebo houbou namoéenou
v mydlové vodé ocistéte cely povrch listu od veSkerych
necistot. Je nezbytné, aby pfed naslednou prohlidkou byl
list naprosto Cisty a suchy.

B. Pomoci 10x zvétSujici lupy provedte vizualni
prohlidku povrchu listu na vyskyt trhlin. Zkontrolujte
nabéZnou hranu a tlakovou stranu listu od Spicky ke
kofeni listu.

C. Pokud je ZjiSténa trhlina, v pfipadé podezieni nebo
jakychkoliv  pochybnosti, vyfadte vrtuli okamzité
z provozu a kontaktujte Avia Propeller.

D. Provedte zapis o provedené prohlidce dle tohoto
Servisniho bulletinu do zaznamniku vrtule.

UPOZORNEN!:

OPAKUJTE TUTO PROHLIDKU PO KAZDYCH 10
HODINACH PROVOZU NEBO 6 MESICICH (CO
NASTANE DRIVE).

TLAKOVA STRANA
Face side

SMER LETU
Direction of flight

SACI STRANA
Comber side

3. GO nebo Dobova prohlidka a kalendaini TBO

AVIA PROPELLER OZNAMUJE ZRUSENI
PRODLUZOVANI KALENDARNI LHUTY DO GO
V PROVOZU VRTULI ZAHRNUTYCH V TOMTO
DOKUMENTU. PRO VRTULE, KTERE DOPOSUD
NEBYLY DOBOVE OMEZENY, SE STANOVUJI
KALENDARNI LHUTY DO GO. TYTO LHUTY DO GO
JSOU UVEDENY SERVISNIM BULLETINU &.1
(POSLEDNI REVIZE).

Na vrtuli provozované delSi dobu nez je kalendarni
Ihata do GO uvedena v Servisnim bulletinu ¢.1, musi
byt provedena GO u vyrobce nebo v servisnim
stfedisku, nebo Dobova prohlidka u vyrobce.

Terminy pro provedeni GO nebo Dobové prohlidky jsou
uvedeny v oddilu U¢innost.

V zavislosti na zjisténém technickém stavu vrtule mize
v nékterych pfipadech rozsah praci provadénych pfi
Dobové prohlidce odpovidat provedeni GO.

2. Visual inspection procedure

A. Use a clean cloth, sponge, soap and water to wipe
the entire blade surface from any dirts. It is necessary
that the blade must be absolutely clean and dry prior to
following inspection.

B. Use 10x magnifying glass to perform a visual
inspection of the blade surface for cracks. Inspect the
leading edge and face side of the blade from the tip to
the blade root.

C. If any indication of crack is evident or suspected, or
in case of any doubts, remove the propeller immediately
from service and contact Avia Propeller.

D. Indicate initial compliance with this Service Bulletin
in propeller logbook.

CAUTION:

REPEAT THIS INSPECTION AT INTERVALS NOT TO
EXCEED 10 HOURS OF OPERATION OR 6 MONTHS,
WHICHEVER OCCURS FIRST.

NABEZNA HRANA
Leading edge

3. Overhaul or Time Inspection and Calendar TBO

AVIA PROPELLER ANNOUNCES IN FIELD
CALENDAR TBO EXTENSION OF PROPELLERS
INCLUDED IN THIS DOCUMENT IS CANCELED. THE
CALENDAR TBO LIMITS ARE ESTABLISHED FOR
PROPELLER TYPES WHICH WERE UNLIMITED UP
TO NOW. FOR TBO LIMITS OF PROPELLERS
INCLUDED IN THIS DOCUMENT REFER TO SERVICE
BULLETIN No.1 (LATEST REVISION).

Overhaul at Manufacturer, at Service Center, or Time
Inspection at Manufacturer must be performed on
the propeller in service longer than calendar TBO
stated in Service Bulletin No.1.

For time schedule of the Overhaul or Time Inspection
see chapter Effectivity.

Range of performed works at the Time Inspection could
be the same as the performed works at Overhaul in
some cases.
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4.  ZruSené dokumenty 4.  Canceled documents
Vydanim tohoto Servisniho bulletinu kon&i platnost By issue of this Service Bulletin the following documents
nasledujicich dokument: are cancelled:
- Servisni dopis SL-4A - Service Letter SL-4A
- Servisni instrukce SI-5A - Service Instruction SI-5A
- Servisni bulletin V520/9B - Service Bulletin V520/9B
- Pfedpis AP-P-003/TU - Specification AP-P-003/TU
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